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pavement strength ratings (if available) and other useful information

A Pavement Condition Survey — PCI Sample Unit Layout Plan

PCI maps showing as-measured and predicted pavement conditions

Age map showing pavement age as of January 2004

A Branch PCI Condition Report

A Section PCI Condition Report

Airport Information:

L ocation:
The Wrangell Airport is located on the northern side of Wrangell Island in Southeast Alaska. Itis
located about 1 mile east of the city of Wrangell. It isacommercia airport for passenger and
cargo traffic. It serves B-737 and smaller aircraft. The airport has fences and controlled access.

District: Southeast
Airport Manager: Pat Taylor
District Maintenance Manager: Gary Franzen
Pavement Surface:

The entire surface course paving on the airport is Asphalt Concrete except for a PCC hardstand on
the Main Apronin front of the Alaska Airlines Terminal. The apron area, outside the hardstand
are chip seaed

Last Pavement Construction: 1991

Pavement layout:
The Wrangell Airport has Runway 10-28, two taxiways and an Aproninto 2 sections, Main and
General Aviation. The runway is 6000 feet long and 150 feet wide, with gravel shoulders. The
Main Apron section is an operating area and the General Aviation section is used for parking small

aircraft.
Design Aircraft: B-737
2003 Enplanements: 9,252 — up dightly from 2002
Airport Class: Non-Primary
Last pavement condition survey: 2002
Next planned pavement condition survey: 2005

2004 reported pavement maintenance and/or changed conditions. Crack seal work continued where
needed. Depressions on the runway east of T/W B are progressing and creating ride quality problems.
The runway surface is getting worn so that the grooves are gone.

Recommendations:  See PCI maps, continue crack sealing and patching in lieu of needed project
work



Branch Condition Report

Date: 3 /16/2003 Page 1 of 2
Pavement Database: NetworkID: Wrangell
Number of | Sum Section | Avg Section True Area PCI Weighted
Branch ID Sections Length Width (SaFt) Use Average Standard Average
(Ft) (Ft) PCI Deviation PCI
100 (Taxiway A) 2 440.00 150.25 62,872.50 TAXIWAY 59.00 3.00 57.09
200 (Taxiway B) 1 827.40 35.00 48,959.00 TAXIWAY 67.00 0.00 67.00
4100 (Main Apron) 2 1,131.00 134.50 236,368.01 APRON 78.50 17.50 61.46
4200 (G.A. Parking Apron) 1 372.00 250.00 93,000.00 APRON 77.00 0.00 77.00
6100 (RUNWAY 8-28) 3 18,000.00 50.00 900,000.02 RUNWAY 44.33 0.47 44.33




Date: 3 /16/2003

Branch Condition Report

Pavement Database:

Page 2 of 2

Arithmetic Average Weighted
Use Number Total Average PCI Average
of Area PCI STD. PCI

Category Sections (SqFt)

APRON 3 329,368.01 78.00 14.31 65.85
RUNWAY 3 900,000.02 44.33 0.47 44.33
TAXIWAY 3 111,831.50 61.67 4.50 61.43

All 9 1,341,199.53 61.33 16.25 51.04




Section Condition Report

Date: 3 /16/2003 Page 1 of 2
Pavement Database: NetworkID: Wrangell
Last Age
Branch ID Section ID Last Surface Use Rank | Lanes | True Area Inspection At PCI
Const. Dat Inspection
Date (SaFt) e nep

100 (Taxiway A) 100-01 09/01/1981 AC TAXIWAY P 0 51,444.00 06/20/2002 21 56.00
100 (Taxiway A) 100-02 09/01/1997 AC TAXIWAY P 0 11,428.50 06/20/2002 5 62.00
200 (Taxiway B) 200-01 09/01/1997 AC TAXIWAY S 0 48,959.00 06/20/2002 5 67.00
4100 (Main Apron) 4100-01 09/01/1997 AC APRON P 0 233,258.01 06/20/2002 5 61.00
4100 (Main Apron) 4100-02 ' 08/01/1997 PCC APRON P 0 3,110.00, 06/20/2002 5 96.00
4200 (G.A. Parking Apron) 4200-01 09/01/1997 AC APRON S 0 93,000.00 06/20/2002 5 77.00
6100 (RUNWAY 8-28) 6100-01 09/01/1981 AC RUNWAY P 0 300,000.01' 06/20/2002 21 45.00
6100 (RUNWAY 8-28) 6100-03 | 09/01/1981 AC RUNWAY P 0 300,000.01' 06/20/2002 21 44.00
6100 (RUNWAY 8-28) 6100-05 ' 09/01/1981 AC RUNWAY P 0 300,000.01' 06/20/2002 21 44.00




Section Condition Report Page 2 of 2

Pavement Database:

Date: 3 /16/2003

Arithmetic PCI Weighted
Average Standard Average
Average Total Number PCI Deviation PCI
Age Age At Area of
Category Inspection (SqFt) Sections

03-05 5.00 389,755.51 5 72.60 13.00 65.88
21-25 21.00 951,444.02 4 47.25 5.07 44.96
All 12.11 1,341,199.53 9 61.33 16.25 51.04




PAVEMENT STRENGTH SURVEY
STATE Alaska CITY Wrangell AIRPORT Wrangell This is a variation of FAA Form 5320-1-1
CONSTRUCTION DATES Existing soiL Subbase [Base Surface Pavement
F Ci CLASS Course Course Course Overlay Strength
(PCI) at last
CONSTRUCTION SOURCE OF inspection
IDENT. NAME ORIG. OVERLAY |AGENCY INFORMATION
RUNWAYS
8" CABC
6100-01 Runway 10-28 Section 1 1975 1981 AK DOT & PF AK. Supp. & S.E. Region 45 12" (1974) (1974) 3"AC (1975) | 2" AC (1981) | S75, T175, TT300
8" CABC
6100-02 Runway 10-28 Section 3 1975 1981 AK DOT & PF AK. Supp. & S.E. Region 44 12" (1974) (1974) 3"AC (1975) | 2" AC (1981) | S75, T175, TT300
8" CABC
6100-03 Runway 10-28 Section 5 1975 1981 AK DOT & PF AK. Supp. & S.E. Region 44 12" (1974) (1974) 3"AC (1975) | 2" AC (1981) | S75, T175, TT300
TAXIWAYS
Taxiway A (Main) - 8" CABC
100-01 Section 1 1975 1981 AK DOT & PF S.E. Region 56 12" (1974) (1974) 3"AC (1975) | 2" AC (1981)
Taxiway A (Main) - 8" CABC
100-02 Section 1 1975 1981 AK DOT & PF S.E. Region 59 12" (1974) (1974) 3"AC (1975) | 2" AC (1981)
S.E. Region & Project #
200-01 Taxiway B (GA) 1997 AK DOT & PF 70150 67 12" 6" CABC 3"AC
APRONS
S.E. Region & Project #
4100-01 Main Apron 1997 AK DOT & PF 70150 61 12" 6" 3"AC 1.5" AC (1997)|
S.E. Region & Project #
4100-02 Hardstand 1997 AK DOT & PF 70150 96 PCC
S.E. Region & Project #
4200-01 General Aviation Apron 1997 AK DOT & PF 70150 77 12" 6" 3"AC
REMARKS:
This airport has regular commercial flights of B737 class and smaller aircraft
Date of Site Inspection: 6/20/200: |Evaluated By: S. Gartin 1/14/2003| PAGE 10f 1
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Wrangell Airport

Pavement Condition Index - PCI
Measured Values for the Year 2002
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Wrangell Airport

Pavement Condition Index - PCI
Predicted Values for the Year 2003
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Wrangell Airport

Pavement Condition Index - PCI
Predicted Values for the Year 2004
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Wrangell Airport

Pavement Condition Index - PCI
Predicted Values for the Year 2005
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Wrangell Airport

Pavement Condition Index - PCI
Predicted Values for the Year 2006
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Wrangell Airport

Pavement Condition Index - PCI
Predicted Values for the Year 2007
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Wrangell Airport

Pavement Condition Index - PCI
Predicted Values for the Year 2008
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